
Applications

Reference Characteristics

Characteristics

Unit：ｍｍ

DC mini - Motors

SE8F （□8 x 12.5mm） Metal Brush

TORQUE (mN・m)

N (min-1)I (mA) Eff (%)P (W)SE8F0NTM
at 4V500 20000 0.5 100

450 18000 0.45 90

400 16000 0.4 80

350 14000 0.35 70

300 12000 0.3 60

250 10000 0.25 50

200 8000 0.2 40

150 6000 0.15 30

100 4000 0.1 20

50 2000 0.05 10
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Weight:3.6g

Model

Voltage No Load

Rated Load 

Rated Load

Starting Torque
Starting
Current

Shaft
Length

Operating Rated Speed Current Speed Current

（Ｖ） （Ｖ） (min-1) (mA) (gf・cm) (mN・m) (min-1) (mA) (gf・cm) (mN・m) (mA) (mm)

SE8F0NTM 1 to 5 4 16035 37 2 0.20 11625 133 7.35 0.72 386 4.5

a=4.5mm
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Applications

Reference Characteristics

Characteristics

Unit：ｍｍ

DC mini - Motors

SE8G （□8 x 15mm） Metal Brush

Weight:3.9g

Model

Voltage No Load

Rated Load 

Rated Load

Starting Torque
Starting
Current

Shaft
Length

Operating Rated Speed Current Speed Current

（Ｖ） （Ｖ） (min-1) (mA) (gf・cm) (mN・m) (min-1) (mA) (gf・cm) (mN・m) (mA) (mm)

SE8G0NTM 1 to 5 4.5 12500 25 2 0.20 9650 88 9 0.88 300 6.8

a=6.8mm

TORQUE (mN・m)

N (min-1)I (mA) Eff (%)P (W)SE8G0NTM
at 4.5V500 20000 0.5 100

450 18000 0.45 90

400 16000 0.4 80

350 14000 0.35 70

300 12000 0.3 60

250 10000 0.25 50

200 8000 0.2 40

150 6000 0.15 30

100 4000 0.1 20

50 2000 0.05 10

0 0 0 0
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